12 Watts into 8 Q

Input Impedance = 500k Ohms

S/N = Greater than 75db

Phones = 60mW into 8Q

BASS EQ = +/- 15db @ 50hz

MIDDLE EQ = +/- 10db @ 600hz

TREBLE EQ = +/-18db @ 3k

DIMENSIONS =9” x 13.5” x 14.5”

WEIGHT = 18lbs

SPEAKER = 6.5” SP6-8Q

2 Channels + Overdrive boost

“M” = Metal Grill

“BC” = Black Chrome Cosmetics

“D” = 16 Digital Effects

Randall Warranty

Randall Amplifiers, a Division of U.S. Music Corporation warrants the
product you have purchased to be free of defects in materials and workmanship
in normal use for a period of two (2) years from the date of original purchase.
This warranty shall run to the original purchaser when purchased from an
Authorized Randall Dealer. The manufacturer warrants speakers for a period
of (1) years. The manufacturer warrants tubes for a period of (90) days.
Defective parts found during the applicable warranty period with proof of
purchase will be replaced or repaired without charge if the complete product is
returned to US Music Corp or any Authorized Randall Service Center within
the U.S.A. Randall reserves the right to use materials readily available at the
time of the repair. All Warranty service requires Proof of Purchase (sales
receipt) to be presented at time of service request. Any repair or service
performed by any person of entity other than an Authorized Service Center is
not covered by this limited warranty. The customer pays transportation to and
from Randall factory service or any Randall Authorized Service Center. Rental
stock is warranted for (1) year from date of invoice to the Authorized dealer.

‘Warranty on rental units is not transferable.
What is covered against manufacturing defects

Parts and Labor to correct any defect in materials used and any defect
attributable to workmanship.

What is not covered:

Shipping Damage. Report damage upon receipt of item to the carrier (i.e.
UPS). Freight carrier must be notified upon receipt of items to insure freight
damage claim resolution. Shipping damage not filed with carriers within (48)
hrs upon receipt will not be covered under warranty. Report any shipping
damage within (48) hrs of receipt to the Randall Customer Service Dept at
1-847-949-0444, ext. 5120. Keep all original documents and packing materials
to insure freight damage claim resolution. Merchandise that has been modified
after original shipment from the Randall factory. Products whose serial
numbers have been altered or removed. Exterior normal wear and tear damage
to the finish due to misuse, operation outside the specified ratings, neglect or
accident. ‘Warranty claims by anyone other than the original purchascr. Randall
is not responsible for any items left in protective covers or cases, (We strongly
advise that all personal items such as chords, cables, tuners, etc... be
removed!) freight charges to and from the factory or an Authorized service
center on customer owned goods, any and all charges incurred from priority
service requests (Rush Service) or priority shipping for replacement parts. Any

and all charges if no problem is found.

Return Authorization

All items being returned for any reason must have a Return Authorization
number. This RA# must be placed on the outside of the carton of the item being
returned or the carton will be refused upon delivery. Please call the customer
service department at 1-847-949-0444, ext. 5120, for the return authorization

number. Dealer stock items will be returned to the dealer freight prepaid.

All defective Randall product should be sent to the following location:
U.S. Music Corp.

444 East Courtland Street

Mundelein , IL 60060

An Authorized Warranty Service Center must perform any and all field
warranty service work. Customer will not pay for parts and/or labor provided
the problem found is within warranty guidelines. Proof of purchase must be
provided at the time of service request. Transportation charges to and from the
Authorized Warranty Service Center are the responsibility of the customer.
Rush service charges and special freight charges for required parts are not
covered under warranty and are also the responsibility of the customer. If a
unit is not easily transported to an authorized service center, the customer is
responsible for technician travel charges. Any charges for labor or processing
when no problem is found are also not covered under warranty. Any charges
incurred for work performed by an unauthorized service center are the
responsibility of the customer.
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AMPLIFIERS

RX15
RX15D
KH15
NB15
LB15

OPERATION MANUAL
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AMPLIFIERS

Congratulations on the purchase of
your new RANDALL Amplifier!

We at Randall Amplification appreciate that
you chose our brand of guitar instrument
amplifiers and wish you years of great tone
and enjoyable playing time with our proven
RX Series.

Please review the safety instructions below
and be aware that the documentation
provided in this manual references 120volt
USA versions of the models covered. Note
that the POWER listed on the back of the
unit should be for your countries’ power
standard.

INPUT CLEAN OVERDRIVE EQUALIZATION MASTER POWER
4 5 g 4 5 6 4 5 6 4 5 6
7 3 7 3 7 3 7 \
) 18 2 8 2 182 |8 )
9 1 9 1 9 |1 9 4
1) 10 o 10 o 10 (1] 10

RISK OF FIRE - REPLACE ONLY WITH
SAME TYPE F1AL 250V FUSE

LEVEL GAIN BOOST LEVEL BASS MIDS TREBLE | VOLUME PHONES Ran 5
— 4 6 7 8
1 1 CONFORMS TO

\“TERTE,', 1 2
® UL STD. 6500
CERTIFIED TO
CAN/CSA STD. E60065
Model:RX15

Rating:120V~ 60Hz2ow 9700352
Washburn International Organization,USA.

4
@ RIGHT

Series No.:
MODEL: RX15
POWER: 120V AC, 22W 60HZ
120V AC 60Hz COMMERCIAL AUDIO EQUIPMENT ELECT)

WARNING a CAUTION g
TO REDUCE THE RISK OF FIRE OR RISK OF ELECTRIC SHOCK
RIC SHOCK, DO NOT OPEN TAPE/CD IN

DO NOT EXPOSE THIS UNIT TO
ATTENTION
RANDRBOISTIRE. RISQUE DE CHOC ELECTRIQUE.NE PAS OUVRIR

Class 2 Wiring

IMPORTANT SAFETY INSTRUCTIONS

Read these instructions.

Keep these instructions.

Heed all warnings.

Follow all instructions.

Do not use this apparatus near water.

Clean only with a dry cloth.

Do not block any ventilation openings. Install in accordance with the manufacturer's

instructions.

Do not install near any heat sources such as radiators, heat registers, stoves. or other

apparatus (including amplifiers) that produce heat.

Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized

plug has two blades with one wider than the other. A grounding type plug has two

blades and a third grounding prong. The wide blade or the third prong are provided for

your safety. Ifthe provided plug does not fit into your outlet, consult an electrician for

replacement of the obsolete outlet.

10. Protect the power cord from being walked on or pinched particularly at plugs.
convenience recsptacles and the point where they exit from the apparatus.

11. Only use attachmer ie ified by the manufacturer.

12. Use only with a cart, stand, tripod, bracket or table specified by the

manufacturer, or sold with the apparatus. When a cart is used, use ®

caution when moving the cart/apparatus combination to avoid injury

from tip-over.

© ® NOoORON=

13. Unplug this apparatus during lightning storms or when unused for long s31 w:».‘—‘
periods of time. o
14. Refer all servicing to qualified service personnel. Servicing is required when the
apparatus has been damaged in any way, such as power-supply cord or plug is
damaged, liquid has been spilled or objects have fallen into the apparatus, the
apparatus has been exposed to rain or moisture, does not operate normally, or has
been dropped.

IWARNING- To reduce the risk of fire or electric shock, do not expose this apparatus to
rain or moisture.
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1- 1/4” Guitar input

2- Level of CLEAN Channel volume

3- Channel selection switch

4- Gain Level for Overdrive Channel

5- Overdrive BOOST switch

6- Level of Overdrive Channel volume

7- Equalization Adjustment BASS/MIDS/TREBLE
8- Master Volume

9- Headphone Jack

10- Power Switch

11- Power Cable

12- Stereo RCA input for Tape/CD/Media Player

13- Modulation-Based Digital Effects Control (applies to *

" DIGITAL EFFECTS )

;23 ()

CHORUS mao DELAY

\ 14 )

*NOTE*

Although the RX15, KH15, NB15,
and LB15 all have identical
functions,the tone and gain
circuits are voiced differently for
each individual Signature artist.

” models only)

14- Time-Based Digital Effects Control (applies to “D” models only)




